
MADE IN 

FRANCE

• Suitable for 
metal dust

• Soundproof 
enclosure 
(optional)

SETTLING PRE-CHAMBER

SIZING OF THE 
CENTRAL UNIT BY 
OUR ENGINEERING 
OFFICE

DUST COLLECTOR TRAY WITH BAG

• Improved yield 
• Energy savings 
• Reduced maintenance costs

LOW-VACUUM CENTRAL EXTRACTION UNITS 

• Automatic cleaning system 
for extended cartridge 
lifespan 

• Stable and sustainable 
speed extraction 

• High-quality welded 
assembly

FILTRATION UNIT

CENFLOW BD

EFFICIENTLY EXTRACT AND FILTER HARMFUL PARTICLES FROM 
WELDING FUMES WITHOUT TAKING UP SPACE IN YOUR WORKSHOP

LARGE SETTLING 
HOPPER

SOUNDPROOFING 
OF THE AUTOMATIC 
CLEANING SYSTEM 
(optional)

• Single maintenance point

• Limited floor space occupation

• Tailor-made installation based on 
client needs

• Motor speed regulation based on 
the number of open workstations 
(optional): reduced operating costs 
based on actual workshop production

+ PRODUCT ADVANTAGES

CAN BE BOTH INSTALLED INDOORS AND OUTDOORS
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ENGMAR
ENGMAR SAS
Factory:
ZA La Poste
Impasse du Pré Rond
69490 ST ROMAIN DE POPEY
FRANCE
+33 (0)4 74 01 10 10
contact@engmar.fr

SAS with a capital of 250 000€
VAT ID number: 481 142 602 00046
Commercial register Nantes 481 142 602
APE code: 4669B
Tax registration number: FR15 481142602

Your ENGMAR dealer

PRODUCT DESCRIPTION

ENGMAR’s CENFLOW BD low-vacuum central extraction units enable the discharge of purified air. Equipped with a settling pre-
chamber, they are tailored for metallic dust. Dust settles in the dirty air chamber before passing through cartridges with a filtering 
media suited to the application. Installations are customized to meet your requirements, aiming for improved yield and reduced 
operating costs. Additionally, ATEX-certified filters are available.

The CENFLOW BD units are sized by our engineering office according to the configuration of your welding workshop and your 
requirements for extraction equipment (such as extraction arms, tables, hoods, robotics, etc.).

PRODUCT SPECIFICITIES

• Filtration: Cartridge dust collector with pneumatic pulse cleaning. Filtration surface ranging from 40 to 50 m3/h per 
m2 (for an effective 1000 m3/h: surface area of 25 m2). Filter media made of treated polyester for an efficiency of 
around 99% on particles of 1 µm and larger.

• Direct drive motor-fan allowing adjustable airflow according to requirements, enabling energy savings.
• Cartridges positioned horizontally for easy maintenance
• Steel and welded construction (robust structure) assembly.
• Modular construction: allows dust collectors of various sizes based on installation type and the quantity of dust to 

be treated.

Other options:
• Other colors available upon request.
• Soundproof cabin for both outdoor and indoor units.

Without soundproof cabin With soundproof cabin


