
Design and development 
of industrial extraction solutionsENGMAR

MADE IN 

FRANCE
DESIGN YOUR WORKSHOP AT YOU WISH

Metallic prefilter and 
cartridge 

DOUBLE FILTRATION

EXTRACTION UNITS

AA SERIES

• Compact and robust extraction units
• Optimum filtration (up to 99.999% 

filtration of 1 μm particles and larger)
• Limited space required
• ENGMAR exclusive: offset mounting 

possibility of the extraction unit for 
ground clearance and optimized 
workstation layout (ergonomy, security, 
acoustic) for indoor or outdoor 
installation

• Optional:
• Wall mounting with offset kit
• Stacking several units 
• Extraction unit on trolley for easy 

handling

+ PRODUCT BENEFITS

FLEXIBLE INSTALLATION

Ground or wall mounting
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PRODUCT DESCRIPTION

The high vacuum extraction units of the AA series are suitable for the utilization of extraction welding torches
and may be connected to a chimney for external discharge by the cladding or the roof. They may as well be
connected to a low vacuum ductwork for external discharge.

The design of the AA series allows the stacking of several units as well as a flexible integration, par example on
the wall or on a pole. The filter housing may be installed remotely on the workstation, while the extraction unit
is installed in a mechanical room or at heights (distance between the extraction unit and the filter housing: up
to 10 m). The extraction unit may as well be installed on a trolley. A swing arm can be fixed on the extraction
unit to create a mobile and ergonomic configuration.

                                DESCRIPTION REFERENCE

EXTRACTION UNITS

Independant extraction unit 3 kW single connection with metallic prefilter AAT30
Independant extraction unit 3 kW single connection with opacimetric filter AAT30F
Independant extraction unit 3 kW single connection with absolute filter AATD30
Independant extraction unit 3 kW single connection with offset support, electrical box and offset filter box, 
including a metal prefilter AAT30DP

Independant insulated extraction unit 3 kW single connection with offset support, electrical box and offset filter 
box, including a metal prefilter AAT30IDP

Independant extraction unit for 0.9 kW TIG welding extraction torches with metallic prefilter AATIG

Independant extraction unit for 0.9 kW TIG welding extraction torches with offset support, electrrical box and 
metallic prefilter AATIGDP

PRODUCT REFERENCES

The extraction units allow the connection of MIG/MAG/TIG torches and CHD laminar slit nozzles, and are delivered with one DDA 
inductive sensor.

*ENGMAR recommends the use of one extraction torch by extraction unit depending on the application and the torch model.

METAL PREFILTER CARTRIDGE CFM

EXTRACTION UNITS AAT30 / AATIG

OPACIMETRIC FILTER COPA

EXTRACTION UNITS AAT30F

COMBINATION OF OPACIMETRIC AND

ABSOLUTE HEPA H14 FILTER

EXTRACTION UNITS AATD30

• Primary retention of the heaviest 
dust

• For external discharge (directly or via 
a network)

• Extraction up to 99.999% filtration of 1 
μm particles  and larger

• Primary filtration
• Cleaned air discharge (directly or via a 

network)
• Class M filtration

• Filtration of 99.995% on particles of 0.3 μm 
and above

• May be suitable for indoor discharged or 
air recycling (please check your local and 
national legislation)

• Fitted with an opacimetric filter and an HEPA 
H14 absolute filter

FILTER CLASSES AND STAGES


